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Mounting: Pendant

Luminaire Description: White cylindrical metal housing with clear glass lens
Lamp: One (1) White LEDs with optic below
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Laboratory results may not be representative of field performance 

Ballast factors have not been applied

Maximum Candela: 39163 Candela

807.9 Lumens

Luminaire Efficacy: 55.4 lm/w

Total Luminaire Output:

Luminaire

    Luminaire Characteristics

Frequency:

14.0

Test ConditionsSummary of Results

Voltage:

Test Temperature:

14.58

Power Factor:

120.1

0.1236

Ballast/Driver: PS60U1000C14R

Luminous Diameter:

25.4

60

0.982

Current THD:

Power:

Current:



Lumens

0 H 0 V

Lumens 12.5 H      X 12.5 V

Lumens 5.9 H      X 5.9 V

Lumens 1 H      X 1 V

Distribution Test Conditions

Temperature Voltage Current Power Power Factor Frequency Current THD

0.1236 A 14.58 W 0.982

Distribution - Goniophotometer

25.4 °C
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55.4

Maximum Candela:

Field Angle :

Spill Light Lumens:

Total Lumen Output:

IESNA Type:

Luminaire Efficacy:

Field Lumens:

807.9

Lumens/Watt

39162.8

Maximum Angle:

493.0

170.3

Summary of Results

Maximum Candlepower Plot

Candela

120.1 VAC 60 Hz 14.0 %

314.9

Beam Angle :Beam Lumens:
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0 1 3 5 7 9 11 13 15 17 19.5

85.0 5 5 5 5 5 5 5 5 5 5 5

75.0 8 8 8 8 8 8 8 8 8 7 7

65.0 10 10 10 10 10 10 10 10 9 9 9

55.0 10 10 10 10 10 10 10 10 10 10 10

47.5 12 12 12 12 12 12 12 12 11 11 11

42.5 14 14 13 13 13 13 13 13 13 13 12

37.5 23 23 23 22 20 19 17 16 15 14 14

33.0 31 31 31 31 31 31 31 31 32 28 22

29.0 39 39 38 38 36 35 34 33 32 31 31

25.5 67 67 66 63 59 54 48 42 38 35 32

22.5 109 109 106 101 93 83 73 64 55 45 37

19.5 176 176 170 159 145 129 113 96 80 66 50

17.0 284 282 270 247 217 186 157 132 109 87 66

15.0 426 423 404 367 316 260 210 169 135 109 80

13.0 581 578 554 507 445 369 286 219 169 132 96

11.0 835 829 777 681 580 486 388 286 210 157 113

9.0 1348 1331 1201 984 779 613 486 369 260 186 129

7.0 2545 2493 2095 1535 1077 779 580 445 316 217 145

5.0 6146 5913 4196 2496 1535 984 681 507 367 247 159

3.0 19103 17773 9749 4196 2095 1201 777 554 404 270 170

1.0 36679 33337 17773 5913 2493 1331 829 578 423 282 176

0.0 39163 36679 19103 6146 2545 1348 835 581 426 284 176

-1.0 36679 33337 17773 5913 2493 1331 829 578 423 282 176

-3.0 19103 17773 9749 4196 2095 1201 777 554 404 270 170

-5.0 6146 5913 4196 2496 1535 984 681 507 367 247 159

-7.0 2545 2493 2095 1535 1077 779 580 445 316 217 145

-9.0 1348 1331 1201 984 779 613 486 369 260 186 129

-11.0 835 829 777 681 580 486 388 286 210 157 113

-13.0 581 578 554 507 445 369 286 219 169 132 96

-15.0 426 423 404 367 316 260 210 169 135 109 80

-17.0 284 282 270 247 217 186 157 132 109 87 66

-19.5 176 176 170 159 145 129 113 96 80 66 50

-22.5 109 109 106 101 93 83 73 64 55 45 37

-25.5 67 67 66 63 59 54 48 42 38 35 32

-29.0 39 39 38 38 36 35 34 33 32 31 31

-33.0 31 31 31 31 31 31 31 31 32 28 22

-37.5 23 23 23 22 20 19 17 16 15 14 14

42.5 14 14 13 13 13 13 13 13 13 13 12

-47.5 12 12 12 12 12 12 12 12 11 11 11

-55.0 10 10 10 10 10 10 10 10 10 10 10

-65.0 10 10 10 10 10 10 10 10 9 9 9

-75.0 8 8 8 8 8 8 8 8 8 7 7

-85.0 5 5 5 5 5 5 5 5 5 5 5
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22.5 25.5 29 33 37.5 42.5 47.5 55 65 75 85

85.0 5 5 4 4 4 4 4 3 3 3 1

75.0 7 7 7 7 7 7 7 6 6 4 3

65.0 9 9 9 9 9 8 8 7 7 6 3

55.0 10 10 10 11 11 10 9 9 7 6 3

47.5 10 10 10 10 10 11 11 9 8 7 4

42.5 12 12 11 10 10 10 11 10 8 7 4

37.5 13 13 12 12 11 10 10 11 9 7 4

33.0 16 14 13 13 12 10 10 11 9 7 4

29.0 32 21 15 13 12 11 10 10 9 7 4

25.5 31 32 21 14 13 12 10 10 9 7 5

22.5 33 31 32 16 13 12 10 10 9 7 5

19.5 37 32 31 22 14 12 11 10 9 7 5

17.0 45 35 31 28 14 13 11 10 9 7 5

15.0 55 38 32 32 15 13 11 10 9 8 5

13.0 64 42 33 31 16 13 12 10 10 8 5

11.0 73 48 34 31 17 13 12 10 10 8 5

9.0 83 54 35 31 19 13 12 10 10 8 5

7.0 93 59 36 31 20 13 12 10 10 8 5

5.0 101 63 38 31 22 13 12 10 10 8 5

3.0 106 66 38 31 23 13 12 10 10 8 5

1.0 109 67 39 31 23 14 12 10 10 8 5

0.0 109 67 39 31 23 14 12 10 10 8 5

-1.0 109 67 39 31 23 14 12 10 10 8 5

-3.0 106 66 38 31 23 13 12 10 10 8 5

-5.0 101 63 38 31 22 13 12 10 10 8 5

-7.0 93 59 36 31 20 13 12 10 10 8 5

-9.0 83 54 35 31 19 13 12 10 10 8 5

-11.0 73 48 34 31 17 13 12 10 10 8 5

-13.0 64 42 33 31 16 13 12 10 10 8 5

-15.0 55 38 32 32 15 13 11 10 9 8 5

-17.0 45 35 31 28 14 13 11 10 9 7 5

-19.5 37 32 31 22 14 12 11 10 9 7 5

-22.5 33 31 32 16 13 12 10 10 9 7 5

-25.5 31 32 21 14 13 12 10 10 9 7 5

-29.0 32 21 15 13 12 11 10 10 9 7 4

-33.0 16 14 13 13 12 10 10 11 9 7 4

-37.5 13 13 12 12 11 10 10 11 9 7 4

42.5 12 12 11 10 10 10 11 10 8 7 4

-47.5 10 10 10 10 10 11 11 9 8 7 4

-55.0 10 10 10 11 11 10 9 9 7 6 3

-65.0 9 9 9 9 9 8 8 7 7 6 3

-75.0 7 7 7 7 7 7 7 6 6 4 3

-85.0 5 5 4 4 4 4 4 3 3 3 1
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Candela Tabulation
Lateral Angle (Degrees)
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Insert ISO Illuminance Plot

-10

-8

-6

-4

-2

0

2

4

6

8

10

-10 -8 -6 -4 -2 0 2 4 6 8 10

V
e

rt
ic

al
 A

n
gl

e
 (

d
e

gr
e

es
)

Horizontal Angle (degrees)

Isocandela Diagram (Percent of Maximum Intensity)

35246 cd (90%) 31330 cd (80%) 27413 cd (70%) 23497 cd (60%) 19581 cd (50%)

15665 cd (40%) 11748 cd (30%) 7832 cd (20%) 3916 cd (10%)


