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Electrical Test Conditions
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Temp Voltage Current Power Power Factor] Frequency | Current THD
25.3°C ]1120.0 VAC] 0.07954 A| 9.291 W 0.973 60 Hz 19.4 %
Maximum Candeloower Plot Intensity (Candlepower) Summary
Summary of Results ool Angle Vertical | Horizontal
Vertical '85 1 1
. 14000 - - 2 2
Integrating Sphere ==« |Horizqntal gg 5 5
Total Lumen Output 443.7 Im . -55 15 15
Luminaire Efficacy 48 Im/w ‘:; 606 -48 19 19
CCT 4319 K § -43 24 24
CRI 79.6 > 8o -38 34 34
Duv 0.0017 4] - -33 47 47
TM-30 Rf 80.0 £ . -29 66 66
TM-30 Rg 98.0 oo -26 95 95
-23 134 134
. 20! - 184 184
Goniophotometer ig 225 2§5
Maximum Candela 14082 cd 9 75 -60 -45 30 -15 O 15 30 45 60 75 90 -15 287 287
Location of Max OHOV Angle [degrees] -13 358 358
Total Lumen Output 450 Im -11 463 463
Field Lumens 209 Im Isocandela Diagram (Percent of Maximum Intensity) -9 653 653
Beam Lumens 140 Im -7 1091 1091
Spill Light Lumens 241 Im -5 2995 2995
Field Angle 13.3H X 13.3V -3 8251 8251
Beam Angle 6.9HX6.9V ~_ 0 14082 14082
IESNA Type 1HX1V - 3 8251 8251
g / / \ \ 5 2995 2995
Color Rendering Index Detail s < 7 1091 1091
olor Rendering Index Details £ o \\ >\ // 4 /s / s 1 9 653 653
Ra (CRI) 79.6 4] 11 463 463
R1 78.2 — 13 358 358
R2 83.1 15 287 287
R3 87.7 17 235 235
R4 81.0 20 184 184
R5 78 6 Horizontal Angle (degrees) 23 134 134
R6 77.8 12673 ¢d (90%) =——m11265 cd (80%) ——9857 cd (70%) 8448 cd (60%) 7040 cd (50%) 26 95 95
R7 84'9 ~===5632 cd (40%) ====4224 cd (30%) ====2816 cd (20%) ====1408 cd (10%) 29 66 66
R8 65.8 33 47 47
R9 4 38 34 34
R10 60.7 4 and 7-Step CCT Quadrangles 43 24 24
R11 80.5 48 19 19
R12 61.7 55 15 15
R13 78.5 M—j7 / 65 5 5
e —— 85 1 1
/l/ W 700K 2500K P200K
3000K
Chromaticity Coordinates /;oK 3500K
Pz E
Chromaticity (x) 0.3682 A ZE S
Chromaticity (y) 0.3727 /(V 5700 E
T 6500K x
Chromaticity (u) 0.2187 Inside 4-Step Quad 4500 K z
Chromaticity (v) 0.3320 g
7 . 2
Chromat!c!ty (ul) 0.2187 5 035 04 . oas 05 g
Chromaticity (V) 0.4980 350 450 550 650 750 850
Duv 0.0017 Wavelength [nm]

Testing was performed in accordance with LM-79-08

The results contained in this summary pertain only to report #14327079.17




