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MYK-LED-e196-2-WHP-SD-B2-010-MT (2700K,80CRI)

Electrical Test Conditions

Temp Voltage Current Power Power Factor] Frequency | Current THD
245 °C 120.0 VAC] 0.06723 A 7.920 W 0.982 60 Hz 129 %
Summary of Results ISO FootCandle Plot at 20 Feet Intensity Through Maximum Plane
Total Lumen Output 423.5 Lumens 4 gkammlransverse l:mnce togmountIHEAHelght s (Candlepower)
Luminaire Efficacy 53.5 Im/w ’ TR 5
Maximum Candela| 1008 Candela ‘\\\\M/ / /’ g Angle | Candiepower | - Lumens
IES Roadway ] ANz s X —tatt on 0 0
Classification Type ll, Very Short . \§_/ / « . ;‘en‘gzvt 5 0 0
Cutoff Classification Noncutoff 5, — : i 10 S
BUG Rating BO U3 G1 30 U S B 30 VO OO NSO OO x—ost 15 18 2
CCT 2771 K g £—oar 20 38
CRI 82.1 s 25 90 11
Duv 0.0000 g 30 211
TM-30 Rf 84.0 -0 N S i A oo 35 515 61
TM-30 Rg 97.0 g —0.02fc 40 826
§ 5 o 45 1008 123
Luminaire Classification System 2 . 50 791
(LCS) £ 55 453 84
6 60 252
LCS Zone Lumens % o5 123 70
FL (0-30) 12 3% , Pl 70 93
FM | (30-60) 268 61% 75 76 25
FH | (60-80) 65 15% 80 66
FVH (80-90) 20 5% Maximum Plane and Cone Plots of Candela 85 59 20
BL (0-30) 0 0% 200 90 55
BM | (30-60) 0 0% - - 95 50 16
BH | (60-80) 0 0% 1000 100 45
BVH| (80-90) 0 0% w00 105 46 15
UL | (90-100) 16 4% 0 . - 110 46
UH | (100-180) 59 13% 115 48 14
400 120 47
Color Rendering Index Details AW 125 45 12
Ra (CRI) 82.1 130 42
R1 80.2 ? ? 135 39 9
R2 89.8 140 34
R3 97 145 30 5
R4 80.4 150 25
R5 80.1 * * 155 20 3
R6 87.9 160 15
R7 82.7 165 11 1
R8 58.4 . % 170 6
R9 7.5 Vertical Plane 0 Lateral Cone 175 0 0
R10 76.7 0° Lateral 45° Vertical 180 0
R11 79.7
R12 72.8
R13 82.3 10.00 Flux vs Wavelength 4 and 7-Step CCT Quadrangles
R14 98.6 6.00 //\\ E
2
Chromaticity Coordinates 6.00 £ o
Chromaticity (X) 0.4542 4.00 / \ T
Chromaticity (y) 0.4095 I\ / \ g
Chromaticity (u) 0.2593 200 / \/ \ 2 :
Chromaticity (v) 0.3507 000 P = inside d-piep Quad 2zo0 8
Chromaticity (U') 0.2593 350 400 450 5(\)/(\)/6‘532”;?10(”%5)0 700 750 800 850 3 035 04 045 0.5
Chromaticity (v') 0.5261

Testing was performed in accordance with LM-79-08
The results contained in this summary pertain only to report #14692250.01




