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The results contained in this report pertain only to the tested sample.
This report shall not be reproduced, except in full, without written approval of Underwriters Laboratories.

This report must not be used by the client to claim product certification, approval, or endorsement by
NVLAP, NIST, or any agency of the Federal Government.
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Luminaire Description:
Lamp:

Mounting:
Ballast/Driver:

Formed white metal housing with clear glass lens

49 White LED with optic below
Pole/Arm
DELTA USCI-200140GA

Luminaire

Summary of Results

Radiant Flux:
Luminous Flux:
Luminaire Efficacy:
CCT:

CRI (Ra):
Chromaticity (x):
Chromaticity (y):
Chromaticity (u):
Chromaticity (v):
Duv:

26760 mW
8841 Im
98.6 Im/W
4118 K
81.8
0.3763
0.3777

0.2220
0.3343
0.0012

Test Conditions

Test Temperature: 25.7 °C
Voltage: 120.0 VAC
Current: 0.7691 A
Power: 89.68 W
Power Factor: 0.972
Frequency: 60 Hz
Current THD: 21.7 %

Absorption correction was employed for this measurement.
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Color Quality - Integrating Sphere
Integrating Sphere Test Conditions

Temperature Voltage Current Power Power Factor| Frequency | Current THD
25.7°C ]120.0 VAC|] 0.7691 A | 89.68 W 0.972 60 Hz 21.7%
Summary of Results
Total Output: 8841 Lumens Chromaticity (x): 0.3763
Efficacy: 98.6 Im/w Chromaticity (y): 0.3777
CCT: 4118 K Chromaticity (u'): 0.2220
CRI (Ra): 81.8 Chromaticity (v'): 0.5014
CRI (R9): -1.4 TM-30 Rf: 84
Peak Wavelength: 593 nm TM-30 Rg: 96
Dominant Wavelength: 578 nm TM-30 Rcs,h1: -13%
S/P Ratio: 1.71 Duv: 0.0017

M/P Ratio: 0.69 WELL Building Standard v2

CIE 1931, 2 Degree

4 and 7-Step CCT Quadrangles
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Color Rendering Index Detail
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ANSI/IES TM-30-18 Color Rendition Report
Date: 2022-01-10 Manufacturer: B-K Lighting INC

Model:
OR-LED-e116-VNSP-WHP-9-0-YM-MT(4000K)

Reference Test
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Notes: This is a recommended method for x 0.3763 CIE 13.3-1995
displaying ANSI/IES TM-30-18 information.

playing ANSI/ y 03777 (CRI)

u' 0.2220 R, 82

v' 0.5014 Ry -1

Colors are for visual orientation purposes only. Created with the IES TM-30-18 Calculator Version 2.00.
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