
Installation
	 F	 -	 Flush mount
	 S	 -	 Surface mount
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PROJECT:

Material
	 Blank	 -	 Aluminum
	 B	 -	 Brass
	 S	 -	 Stainless Steel	

Series
	 MD	 -	 Mini-Micro™ DriveStar™  

Example	 B	 -	 MD	 -	 LED	 -	 e39	 -	 F	 -	 MIT	 -	 1	 -	 B	

THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION OF B-K LIGHTING, INC. AND ITS RECEIPT OR POSSESSION DOES NOT CONVEY ANY RIGHTS TO REPRODUCE, DISCLOSE ITS CONTENTS, OR TO MANUFACTURE, USE OR SELL ANYTHING IT MAY 
DESCRIBE.  REPRODUCTION, DISCLOSURE OR USE WITHOUT SPECIFIC WRITTEN AUTHORIZATION OF B-K LIGHTING, INC. IS STRICTLY FORBIDDEN.

LED Type

Optical Openings
	 1	 -	 Single 	 2	 -	 2 at 180° 	 4	 -	 4 at 90°

Source

	 LED	 -	 ‘e’ technology with Integral Driver

Faceplate Style
	 A	 -	 Solid 	 B	 -	 Round Accent

MD LED

	 e39	 -	 3W LED/2.7K
	 e40	 -	 3W LED/3K
	 e41	 -	 3W LED/4K

	 e42	 -	 3WLED/Blue
	 e43	 -	 3WLED/Green
	 e44	 -	 3W LED/Red
	 e45	 -	 3W LED/Amber
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Finish

TYPE:

CATALOG 
NUMBER: 

SOURCE:

NOTES:

BK No. CCT(Typ.) Input Watts CRI (Typ.)
e39 2700K White 2.8 90
e40 3000K White 2.8 90
e41 4000K White 2.8 75
e42 Blue (460nm) 2.8 ~
e43 Green (525nm) 2.8 ~
e44 Red (625nm) 2.8 ~ 
e45 Amber (592nm) 2.8 ~

Beam Type Angle
Radial 360°h x 270°v
Radial 360°h x 270°v
Radial 360°h x 270°v
Radial 360°h x 270°v
Radial 360°h x 270°v
Radial 360°h x 270°v
Radial 360°h x 270°v

*OPTICAL DATA
Minimum Rated Life (hrs.)

70% of initial lumens (L70)
50,000 
50,000 
50,000 
50,000
50,000
50,000
50,000

L70 DATALM79 DATA

Powder Coat Color Satin Wrinkle

Bronze BZP BZW

Black BLP BLW

White (Gloss) WHP WHW

Aluminum SAP —

Verde — VER

Aluminum Finish

Machined MAC

Polished POL

MitiqueTM MIT

Machined MAC

Polished POL

Brushed BRU
Interior use only.

Brass Finish

Stainless Finish

Premium Finish

	 ABP	 Antique Brass Powder 	 CMG	 Cascade Mountain Granite 	 RMG	 Rocky Mountain Granite

	 AMG	 Aleutian Mountain Granite 	 CRI	 Cracked Ice 	 SDS	 Sonoran Desert Sandstone

	 AQW	 Antique White 	 CRM	 Cream 	 SMG	 Sierra Mountain Granite

	 BCM	 Black Chrome 	 HUG	 Hunter Green 	 TXF	 Textured Forest

	 BGE	 Beige 	 MDS	 Mojave Desert Sandstone 	 WCP	 Weathered Copper

	 BPP	 Brown Patina Powder 	 NBP	 Natural Brass Powder 	 WIR	 Weathered Iron

	 CAP	 Clear Anodized Powder 	 OCP	 Old Copper Also available in RAL Finishes
See submittal SUB-1439-00
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