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Luminaire Description: Circular white metal housing and outer patterned glass lens

Lamp:
Mounting:
Ballast/Driver:

Summary of Results

One (1) white LED with optic attached
VBU
SM-APII-25W

Luminaire

Radiant Flux: 11890 mwW Test Temperature:
Luminous Flux: 3872 1Im Voltage:
Luminaire Efficacy: 66.1 Im/W Current:

CCT: 2692 K Power:

CRI (Ra): 81.0 Power Factor:
Chromaticity (x): 0.4611 Frequency:
Chromaticity (y): 0.4121 Current THD:
Chromaticity (u): 0.2627

Chromaticity (v): 0.3521

Duv: 0.0001

Testing was performed in a 2-meter integrating sphere using the 41 geometry method.

Absorption correction was employed for this measurement.
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Test Conditions

255 °C
120.0 VAC
0.4911 A
58.59 W
0.994
60 Hz
6.48 %



Spectral Flux (mW/nm)

Color Quality - Integrating Sphere
Integrating Sphere Test Conditions

Temperature| Voltage Current Power |Power Factor] Frequency | Current THD
25.5°C 120.0 VAC] 0.4911 A | 58.59 W 0.994 60 Hz 6.48 %
Summary of Results
Total Output: 3872 Lumens Chromaticity (x): 0.4611
Efficacy: 66.1 Im/w Chromaticity (y): 0.4121
CCT: 2692 K Chromaticity (u"): 0.2627
CRI (Ra): 81.0 Chromaticity (v'): 0.5281
CRI (R9): 2.0 TM-30 Rf: 82.6
Peak Wavelength: 606 nm TM-30 Rg: 945
Dominant Wavelength:  584.1 nm Duv: 0.0001

S/P Ratio: 1.208
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Color Rendering Index Detail
Ra (CRI)] R1 | R2 [ R3 R4 R5 | R6 | R7 | R8 R9 | R10 | R11 R12 R13 | R14
81.0 79.3191.3[945 779 [79.6[90.4[80.3[54.5|] 2.0 | 80.9| 770 | 746 | 82.1 | 97.6
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