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8' x 3" Dia. 3/16" Wall Aluminum
Pole With Aluminum Tenon
and 8" Dia Base Cover

Machined Aluminum
Removable Top

Machined Aluminum 3" Dia
Pole with 12W 12V Linear LED System, 
Estimated 450Lm Delivered. 600Lm Source
(Specify CCT):
2700K
3000K

Diffused Acrylic Lens

#34 Anchor Kit
(4) Stainless Steel Threaded Rods

Cork Standoffs for Acrylic Lens

Acyrilic Tubing Retainer Ring 

Machined Aluminum Heat Sink 
Plate for  LED Tape Light

 7 1/2" Dia. 5" Dia.
Bolt Circle

 (4) 1/4" Dia. Holes 

Anchor Plate Detail

Specify Powder
Coat Finish

Provide 12Volt A.C. Power
from Remote Magnetic Transformer

DRAWING NUMBER

8' POLE W 5'9" ACRYLIC MARKER
CUS-1770-3605/05/20

THIS DOCUMENT CONTAINS PROPRIETARY INFORMATION OF B-K LIGHTING AND ITS RECEIPT OR POSSESSION 
DOES NOT CONVEY ANY RIGHTS TO REPRODUCE, DISCLOSE ITS CONTENTS, OR TO MANUFACTURE, USE OR 
SELL ANYTHING IT MAY DESCRIBE.  REPRODUCTION, DISCLOSURE OR USE WITHOUT SPECIFIC WRITTEN 
AUTHORIZATION OF B-K LIGHTING IS STRICTLY FORBIDDEN.

ALL DIMENSIONS INDICATED ON THIS SUBMITTAL ARE NOMINAL. CONTACT TECHNICAL SALES IF YOU 
REQUIRE MORE STRINGENT DIMENSIONAL SPECIFICATIONS.
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